CENERAL NOTES
SHEET MO, DESCRIPTION
THE THICKNESS OF HOT-MIX ASPHALT MIXTURE SHOWN ON THE PLANS IS THE NOMINAL
; CoveR SueET THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH
DEVIATIONS OCCUR DUE TO [RREGULARITIES IN THE EXITSTING SURFACE OR BASE ON WHICH
) THE HOT-MIX ASPHALT MIXTURE 1S PLACED.
SIGNATURE SHEET
3 NDEX OF SHEETS. STANDARDS & GENERAL NOTES FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED
- tETS. FOR THE BASIS OF FINAL DUANTITIES:
s TURE REGUIRENENTS & MTD APSROVAL ALL HOT MIX ASPHALT: 2.016 TONS / €U, YD,
ALL AGGREGATE: 2.05 TONS/ CU. YD.
> 8 SUMMARY OF QUANTITIES AT ALL LOCATIONS WHERE THE PROPOSED HOT MIX ASPHALT DR CONCRETE PAVEMENT JOINS
- YPIEAL SECTIONS AN EXISTING HOT MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL
BE CONSTRUCTED. THE COST OF THIS JOINT WILL BE INCLUDED IN THE COST OF THE TYPE OF
5 - 1o PAVEMENT BE [NG CONSTRUCTED.
RESURFACING SCHEDULE - MATHLINE -
. ESURFAC NG SCHEDULE - SIOF AOADS AND ENTRANCES THE CONTRACTOR SHALL STAMP STATIONING [N THE PROPOSED HOT MIX ASPHALT SURFACE
AS 100m (300 FT.) INTERVALS ON ALTERNATING SIDES OF THE PAVEMENT AND AS DIRECTED
12 - 14 B AVEMENT MARKING SCHEDULE 8Y THE ENGINEER. THE STATION SYMBOL STAMPS USED SHALL BE FURNISHED BY THE CONTRACTOR.
THEY SHALL BE 140mm (5 IN.) TALL, OF A DESIGN APPROVED BY THE ENGINEER. AND SHALL REMAIN
5 - 22 THE PROPERTY OF THE CONTRACTOR.
PLAN SHEETS
23 DETALLS - BUTT JOINTS. INLAY TRANSITION & MALLBOX TURNOUT THE QUANTITIES SHOWN IN THE PLANS FOR PATCHING ARE ESTIMATES. THE ACTUAL AMDUNT
’ OF PATCHING REQUIRED SHALL BE DETERMINED BY THE ENGINEER IN THE FIELD.
24 DETAILS - SIDE ROADS AND ENTRANCES
THE QUANTITY FOR PRIME COAT WAS CALCULATED IN TWO LAYERS, ONE APPLICATION AFTER
25 DETAIL - TEMPORARY HOT-MIX ASPHALT TRANSLTIONS MILLING THE EXISTING SURFACE AND ONE APPLICATION AFTER PLACING THE BINDER COURSE
AND SHALL BE USED AS DIRECTED BY THE ENGINEER.
26 DETAILS - UNEVEN LANES SIGN & ROUGH GROOVED SURFACE SIGN
THE GUANTITY OF SHORT-TERM PAVEMENT MARKING SHAOWN [N THE PLANS IS BASED ON ONE
APPLICATION £ACH FOR THE HMA SURFACE REMOVAL, SURFACE COURSE AND BINDER COURSE.
STANDARDS: .
406201 -01 81TUMINCUS RESURFACING SHALL BE PLACED IN A SEQUENCE THAT WILL MINIMIZE THE TIME
442201-03 THE CENTERLINE EOGE IS EXPOSED TO TRAFFIC. WHEN AT THE END OF A DAY’ S OPERATION THE
201011-04 EXP0SED CENTERLINE EDGE 1S GREATER THAN 600 METTERS (2,000 FT.), THE CONTRACTOR SHALL
101301 -04 BE REQUIRED TO PAVE IN THME ADJACENT LANE ON THE FOLLOWING WORK DAY.
101306-03 .
701311-03 COMMITMENTS:  NONE
701336-06
701501-08
701901-03
780001-04
781001-03
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